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PRODUCT DATA SHEET 
 

PRODUCT SPECIFICATIONS 
Sisalation®FR430 is a heavy duty, double sided reflective foil 
laminate incorporating advanced fire-retardant properties. 
 

ARCHITECTURAL SPECIFICATION 
Sisalation® FR430. Use in conjunction with Galvanised straining 
wires 275mm apart and 24mm D/S Tape. 
 

TECHNICAL INFORMATION                                                ROLL 

Appearance Silver 
Length 40M 

Width 1250mm 
Roll Size 50m² 

Effective Coverage 44m² 

Overlap 150mm 
*System Thermal Resistance – under tile or 
sheeting no ceiling downwards heat-flow. 
Under tile or sheeting no ceiling upwards 
heat-flow. 

1.38  
 
0.67 

Fire Rating. SANS 428 protocol. Horizontal & 
Vertical applications 

B/B1/2/H&V-SP&USP 

New Fire Rating: SANS 53501-1 (EN 13501-1) B – s1, d1 
Mass Per Unit Area G/M² 256gr/m² 

Weight Per Roll ±12.8kg 

Tensile Strength (kN/m) – longitudinal 
direction 

15 

Transverse Direction (kN/m) 9 

Burst Strength kPa 990 
Emissivity of foil surface ≤0.05 
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Sisalation® FR430 Heavy Industrial 
Industrial & Commercial 

(B-s1, d1) 
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